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1. GENERAL INFORMATION                              

1.1. PURPOSE AND SCOPE: 
 

HOSM 150 ELECTRICALLY AUTOMATIC AIRED VERTICAL-HORIZONTAL MARBLE DRILLING MACHINE’s 
safe installation, explanation of the working system, defining the maintenance and usage 
processes, ensuring safely use services of the product, enabling users in the light of the user guide 
to use the machine as the most suitable, protected from dangers that may occur during use, 
ensuring the most efficient operation, reducing downtime for cleaning and maintenance work to 
increase productivity. 
 

The product, whose name and type is given below, that you have purchased within this scope in 
accordance with the regulations and standards specified in ISO 9001:2015 Quality Management 
System, subject to factory production control, accredited certified by TSEK and TSE HYB, meeting 
the requirements of 2006/42/AT machinery safety regulation and referenced 2006/95/AT the Low 
Voltage Regulation is produced in our production factory in accordance with quality criteria. 
The relevant equipment and materials used in HOSM 150 Electrically Automatic Aired Vertical-
Horizontal Marble Drilling Machine are subject to relevant regulations and in accordance with our 
Supplier Evaluation Criteria  and are supplied from companies or organizations approved by us.  

         1.2. ABOUT THE GUIDE:  
 

Please, read this user manual before using HOSM 150 Electrically Automatic Aired Vertical-
Horizontal Marble Drilling Machine and follow all these rules while using it.Perform all your 
applications during use as instructed in the user manual. Store it in a safe place for future use. In 
case you give this HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling 
Machine to 2nd or 3rd parties, you must also give this user guide. 
The items listed below are prepared and presented for safety and compliance of purchased HOSM 
150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine, which is in safe, all 
regulatory obligations fulfilled and in good quality, and as well as for your own safety. 
 

1.3. INFORMATION ABOUT PRODUCTION COMPANY: 
 

TTııttllee  KKAAPPTTAANNLLAARR  MMAACCHHIINNEERRYY  AANNDD  HHYYDDRRAAUULLIICC  IINNDDUUSSTTRRYY  TTRRAADDEE  LLIIMMIITTEEDD  CCOOMMPPAANNYY  

AAddrreessss  OORRGGAANNIIZZEEDD  IINNDDUUSSTTRRIIAALL  ZZOONNEE  44..  SSTTRREEEETT  NNOO::  33  AAFFYYOONNKKAARRAAHHİİSSAARR  //  TTUURRKKEEYY  

TTeelleepphhoonnee  ++9900  ((  227722  ))  222211  1122  0000  ––  0011  

FFaaxx  ++9900  ((  227722  ))  222211  1122  0022  

ee--mmaaııll  info@kaptanlar.com.tr  

WWeebb  AAddrreessss  www.kaptanlar.com.tr    

CChhaammbbeerr  OOff  CCoommmmeerrccee  RReeggııssttıırraattııoonn  NNuummbbeerr  AAffyyoonnkkaarraahhiissaarr  88997777  //  77995566     

TTaaxx  OOffffııccee  RReeggııssttıırraattııoonn  NNuummbbeerr  KKOOCCAATTEEPPEE  VV..DD..  449999  001111  88338844  

RReeggııssttıırraatteedd  TTrraaddee  MMaarrkk    KKAAPPTTAANNLLAARR      ((TTPPEE;;  0088..1100..11999922//113366002200))  

TTSSEE  HHYYBB  DDooccuummeenntt  NNoo 0033--HHYYBB––11665577      

IISSOO  99000011::22001155  QQuuaalliittyy  MMaanngg..    SSyysstteemm  DDooccuummeenntt  NNoo  KK--QQMM--44771177  

TTSSEE  TTSSEEKK  DDooccuummeenntt  NNoo  002200224488--TTSSEEKK--0011//0011  

CCoommppaannyy  

DDııssccrrııppttııoonn   

 

KKAAPPTTAANNLLAARR  MMAACCHHIINNEERRYY  AANNDD  HHYYDDRRAAUULLIICCSS  IINNDDUUSSTTRRYY  TTRRAADDEE  LLTTDD..  CCOOMMPPAANNYY  hhaass  bbeeeenn  wwoorrkkiinngg  oonn  mmaarrbbllee  

qquuaarrrryy  aanndd  ccoonnssttrruuccttiioonn  eeqquuiippmmeenntt  ssiinnccee  11997700..  WWee  aaiimm  ttoo  bbeeccoommee  aa  lleeaaddeerr  iinn  tthhee  iinndduussttrryy  aanndd  aa  bbrraanndd  

iinn  nnaattiioonnaall  ppllaattffoorrmm  bbyy  aaccttiivvee  ssaalleess  iinn  bbootthh  nnaattiioonnaall  aanndd  iinntteerrnnaattiioonnaall  ttrraaddee..  WWee  hhaavvee  aann  aawwaarreenneessss  ooff  

qquuaalliittyy  aanndd  wwee  ffoollllooww  aanndd  uussee  tthhee  tteecchhnnoollooggiiccaall  ddeevveellooppmmeenntt  iinn  oouurr  sseeccttoorr..  WWee  pprroodduuccee  hhiigghh--tteecchh,,  

eeccoonnoommiicc,,  lloonngg  llaassttiinngg  mmaacchhiinneess..  WWee  wwoorrkk  ccuussttoommeerr  ffooccuusseedd..  UUssiinngg  eexxiissttiinngg  eexxppeerriieennccee  aanndd  ccaappaacciittyy,,  wwee  

wwaanntt  ttoo  aadddd  eeffffiicciieenntt  aanndd  eeffffeeccttiivvee  vvaalluuee  ffoorr  mmaannyy  yyeeaarrss  ttoo  tthhee  TTuurrkkiisshh  mmaacchhiinneerryy  sseeccttoorr..       

 
 

       

mailto:kaptanlar@tr.net
http://www.kaptanlar.com.tr/
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  2. MACHINE TECHNICAL INFORMATION ; 
 

       2.1 . PRODUCT SPESIFICATION : 
 

UNIT ENGINE TYPE Electrical  

UNIT ENGINE POWER 10 hp, 7.5 kW 

UNIT ENGINE SPEED 1500 rev/min (rpm) 

UNIT ENGINE VOLTAGE 380 V 

RIGHT LEFT TURNING MOTOR Hydraulic motor 

DOWN UP ENGINE Hydraulic motor 

DRILLING LENGTH 15 m without deviation / 30 m drilling capacity 

DRILLING SPEED 1 m / 3-5 minutes 

DRILLING DIAMETER 90 mm 

AIR CONSUMPTION (APPROX.) 2.1 m3 / minutes (at 6 bar pressure)  

DRILLING ROD LENGTH 1m, 10 pieces 

DRILL BIT 1 piece with Air Gun Bit 

DRILLING OPERATING TYPE Right, Left, Down, Up Movement, Hydraulically Controlled 

PRODUCT ACCESSORIES 

2 Keys, 3 Tension Chains and Apparatus,1 Oil Pot,  
10 Pipes, 1 Air Gun,1 Pipe Stand,4 pieces of 10 m Hydraulic Hoses, 1 
Piece of 10 m Air Hose 

WEIGHT 170 kg  

NET WEIGHT WITH EQUIPMENT 870 kg 
 MACHINE DIMENSIONS MACHINE EQUIPMENT COMPLETE AREA 

LENGTH 2400 mm 2500 mm 

ELEVATION 600 mm 2400 mm 

WIDTH 700 mm 2500 mm 
 

2.2. PRODUCT WARRANTY INFORMATION: 
 

REGISTIRATED TRADEMARK  KKAAPPTTAANNLLAARR      ((TTPPEE;;  0088..1100..11999922//113366002200))       

GENERAL COMMERCIAL 
DISCRIPTION 

HOSM 150 ELECTRICALLY AUTOMATIC AIRED VERTICAL-HORIZONTAL MARBLE DRILLING MACHINE 
starts the drilling operations horizontally or vertically by turning the cutting tip connected to the 
machine thanks to the hydromotors, and completes the operations by activating the travel motor during 
whics the air is supplied to the cutting tip (gun). During the drilling process, work is carried out by 
giving air at the required pressure to the cutting tip (gun) connected to the machine. Rod pipes are 
added in order to perform horizontal or vertical drilling  to achieve the desired length. 

BUSINESS MODEL HOSM 150 

LIFETIME 10 Years 

WARRANTY PERIOD 2 Years 

SERVICE PERIOD 30 working days 
TPE - INDUSTRIAL DESIGN 
REGISTRATION DATE, NO 

03.02.2012 - 2012/00748 

TPE - PATENT. UTILITY MODEL 
REGISTRATION DATE, NO 

22.04.2013 - TR2012/02605 

Œ EC DECLARATION OF CONFORMITY 

PUBLICATION DATE REGION, NO 
15.08.2010, RVZ.02/ 25.09.2020 EC/KM–2010/CE-05.05 

Œ PRODUCT LABEL PUBLICATION 

DATE, NO 
15.08.2010, RVZ.02/ 25.09.2020, CE/09-09 

Œ PRODUCT SPECIFICATION 

PUBLICATION DATE, NO 
15.08.2010, RVZ.02/ 25.09.2020, CE-04-05 

Œ FACTORY PRODUCTION CONTROL 

CERTIFICATE DATE, NO 
15.03.2012,  EC-KM–2010–0001/CPD 
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2.3.MACHINE DIMENSIONS: 
 

 

   
MACHINE 

DIMENSIONS 

MACHINE EQUIP. 
COMPL. AREA 

A ) LENGTH 2400 mm 2500 mm 

B ) ELEVATION 600 mm 2400mm 

C ) WIDTH  700 mm 2500mm 

        
2.4. MAIN PARTS OF MACHINE:  

 

 

Chassis  
 

Penetrating head bearing 
 

Pipes 
 

Pipe stand 
 

Pipe key 

Drilling bit (gun) 
 

Hiking gear 
 

Air hose 
 

Control Unit 
 

Hydraulic hose 
 

Stretching chains 
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2.5. MACHINE TECHNICAL DRAWINGS: 
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   2.6 ELECTRICAL CIRCUIT DIAGRAMS; 
         2.6.1. CIRCUIT DIAGRAM, CONNECTION:                      2.6.2. ELECTRICAL CONNECTION PATH: 

 
 
 
 
 
 
 
 
 
 
 
 
 

          2.6.3 MATERIALS AND COMPONENTS USED IN ELECTRICAL CIRCUIT DIAGRAMS 
 

 
 
 

3. MATTERS TO BE CONSIDERED BEFORE USE; 
 

3.1.   GENERAL INFORMATION BEFORE USE: 
3.1.1. During the warranty coverage period, no part of HOSM 150 Electrically Automatic Aired 
Vertical-Horizontal Marble Drilling Machine, which is delivered as Robust and Quality Controlled 
and Approved to the Customer can be changed without the knowledge of the manufacturer, except 
by the relevant authorized persons. No additions or changes can be made to or removed from all its 
equipment. The machine that has fallen into such situations is out of warranty and the 
manufacturer does not accept responsibility. HOSM 150 Electrically Automatic Aired Vertical-
Horizontal Marble Drilling Machine’s format and visual changes should not be made on it. Such 
changes cause it to be out of warranty in accordance with legal regulations. The manufacturer is 
not responsible for machines exposed to such situations. The machine exposed to such situations is 
out of warranty. 
 
3.1.2. The manufacturer  is not responsible for malfunctions, problems and accidents caused by 
improper use of HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine 
and non-compliance with the instructions. Machines that occur in these situations are out of 
warranty and technical service repair and necessary spare part replacements belong to the 
customers 
 

3.1.3. Complying with all the rules and safety precautions mentioned in the user manual, all the 
issues explained, the issues mentioned in the maintenance user manuals are in compliance with all 
legal regulations in terms of human health, life and property safety. 
 

3.1.4. The substances included in the User Guide are presented for your information for safety of 
HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine bought, your 
safety and your users’s safety in terms of crafted to conform, all legal obligations fulfilled, subject 
to Quality and CE Marked Product Safety ISO 9001:2015 Quality management system Accredited 
System Certified, TSE/TSEK. 

 

   1- 3x25 REVERSING PAKO SWITCHES 1 AD. 

   2- 3X32A WALL SOCKET 1.AD. 
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3.1.5. While using HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling 
Machine, you encounter problems or situations that you are not sure about, you should inform the 
authorized service of our organization without intervening. 
 

3.1.6. This User's Guide does not contain repair information. In case of any problem, you should 
only contact our authorized service. 
 

3.2. CUSTOMER SERVICES: 
 

Once customer sales realized, dispatch and delivery operations of HOSM 150 Electrically Automatic 
Aired Vertical-Horizontal Marble Drilling Machine are carried out after quality final and it is 
delivered to the customer or its authorized representative, and the shipment is carried out by 
private transport companies. 
About the use of the machine and the points to be considered, warranty conditions, maintenance, 
repair, cleaning, etc. general and technical information on the subject and information on 
connection types, Pre-delivery trainings are given to the relevant technical and user personnel of 
the user company on all issues that should be considered during use and in case of emergency. 

 

3.3. SERVICE ACTIVITIES:  
 

Servicing of all of our machines produced will be perfomed by our technical team, with the full 
address and contact information below, in accordance with the rules of this user guide during the 
warranty period and after the end of the warranty, according to the rules of the Certificate of 
Competence and TSE Certificate of After Sales Services. 
 

3.4. SCOPE OF WARRANTY: 
 

Kaptanlar Machinery and Hydraulic Industry Trade Limited Company gives a two-year warranty for 
all the machines produced. Parts that fail or deteriorate within the warranty period are examined 
and recorded by authorized service technical personnel. If the resulting malfunction or 
deterioration is due to manufacturing faults, the necessary parts are replaced and/or repaired and 
made usable. User errors are evaluated as out of warranty and service provided. All materials and 
spare parts that will change out of warranty are delivered to the customer as soon as possible with 
the service process. 
 

3.5. DOMESTIC DEALERS:  
 

  Central: KKAAPPTTAANNLLAARR  MMAACCHHIINNEERRYY  AANNDD  HHYYDDRRAAUULLIICC  IINNDDUUSSTTRRYY  TTRRAADDEE  LLIIMMIITTEEDD  CCOOMMPPAANNYY  
Address: ORGANIZED INDUSTRIAL ZONE 4. STREET NO: 3 AFYONKARAHİSAR / TURKEY 
Phonel: +90( 272 ) 221 12 00 – 01 
Fax:  +90( 272 ) 221 12 02 
e-mail: info@kaptanlar.com.tr 
Web Address: www.kaptanlar.com.tr 

    Department:  
Address: 
Phonel:                            Fax:                       
e-mail:                           Web Address: 
 
 

 
 
 
 

mailto:kaptanlar@tr.net
http://www.kaptanlar.com.tr/
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3.6. MANUFACTURER AND AUTHORIZED SERVICE INFORMATION:  
 

AUTHORIZED SERVICE STATION SERVICE LOCATION AND SPARE PARTS SUPPLY ADDRESSES 
 

 
 

 
 

Central: KKAAPPTTAANNLLAARR  MMAACCHHIINNEERRYY  AANNDD  HHYYDDRRAAUULLIICC  IINNDDUUSSTTRRYY  TTRRAADDEE  LLIIMMIITTEEDD  CCOOMMPPAANNYY  
Address: ORGANIZED INDUSTRIAL ZONE 4. STREET NO: 3 AFYONKARAHİSAR / TURKEY 
Phonel: +90( 272 ) 221 12 00 – 01                                                    Customer Support Line 
Fax:  +90( 272 ) 221 12 02 
e-mail: info@kaptanlar.com.tr 
Web Address: www.kaptanlar.com.tr 

Working Hours: Weekdays 09.00 – 18.00 
         

                                                                                                     +900  227722  222211  1122  0011  &&  00  553333  330099  4455  9922      
4.  USE;                                                                
4.1.  BASIC OPERATION FEATURES: 
 

4.1.1. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine is 
manufactured according to the safety rules in relevant standards and regulations. 
4.1.2. The user guide must be read before using the machine. 
4.1.3. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine should 
only be used for the purposes of production. 
4.1.4. The machine must be used by a responsible person. The responsible person must receive 
training on the machine, must know the machine, must have a good command of the working 
principles, must be aware of how to respond in an emergency, and must have the responsibility to 
be aware of the risks that may occur during the operation of the machine. Machine should never be 
used by personnel who does not have this knowledge and competence. 
4.1.5. In case of any functional irregularity, machine equipment and design changes, deterioration, 
especially changes that are not suitable for the working principles and safe working efficiency of 
the machine, the machine should not be operated and these problems should be eliminated by 
taking immediate action. 
4.1.6. Before starting to use the machine, the machine manager should check that the airway 
connected to the machine is open, and the existing electrical connections are in working condition; 
that the cutting edge connection is sound and in working condition, and that the rod pipe 
apparatuses are checked before each use according to the drilling distance. 
4.1.6. Our Company (Manufacturer Company of HOSM 150 Electrically Automatic Aired Vertical-
Horizontal Marble Drilling Machine in use) is not responsible for any damage or accidents caused by 
use without complying with the items described above, and cannot be held responsible. It's out of 
warranty. 

4.2. TRANSPORTATION OF THE MACHINE AND PLACEMENT IN THE WORK AREA: 
4.2.1. The vehicles to carry the machine must be in a position suitable for the dimensions of the 
machine (see Page 2, Item 2.1), they can take the weight, length and volume of the machine. 
4.2.2. During the loading and unloading of the machine to the transport vehicle, rope chains, etc., 
with a capacity to lift the machine. It should be done by making connections with equipment to 
prevent slipping and falling. Carry with a lifter, chain rope, hook with a minimum carrying capacity 
of 870 kg. During the lifting, loading, carrying and lowering of the machine, careful action should 
be taken not to damage any part or part of it. 

mailto:kaptanlar@tr.net
http://www.kaptanlar.com.tr/
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4.2.3. While the machine is being loaded into the transport vehicle, durable wedges should be 
placed at the bottom, its surroundings should be supported, and it should be prevented from 
moving during transportation. It must be protected from damage. 
4.2.4. Transport vehicles and containers to be used for transportation must be robust and 
undeformed under load. In order for the machine to be fixed during transportation, there must be 
sufficient internal and external connection hooks and chains and ropes suitable for fixing the locks, 
and transportation safety must be ensured by fixing the machine. Transport vehicles and 
containers must have measures to prevent moisture, humidity, water and precipitation. 
4.2.5. The Buyer Company, the Agents, the Customer, or we contact the transport company and 
the Related Insurance company on behalf of the customer, and all legal documents are arranged 
and the relevant insurance transactions are carried out before the shipment. 
4.2.6. The loading activity of the machine is completed, all precautionary procedures are carried 
out, the pre-shipment controls are made by our relevant personnel and it is ensured that it is 
delivered completely intact. Our company cannot be held responsible for the negativities that may 
occur during the transportation of the machine. 
4.2.7. The customer must control if there is a problem occurred during the shipping before 
receiving the delivery. If there is a problem the customer should contact with the insurance 
company. Our company will not be responsible. 
4.2.8. The personnel who will operate during the establishment of the machine should have 
knowledge of the general machine rules and especially the transport and installation of the 
machine. The area where the machine will be placed is checked. In these controls, the controls of 
the solidity and smoothness of the ground, the controls of the dimensions are carried out. It is 
placed in the machine settlement area carefully and without impact by competent personnel. After 
the machine is placed, the machine must be on the square. Minimum 1 m space on all sides of the 
machine is required. In the area where the above conditions are met, at least 10 cm, which means 
the protection band width, is drawn with a clear color and an accident prevention protection band 
is formed. Here are the operating instructions of this Machine 5.3 and 5.4. The warning and 
warning signs in the articles must be fixed to the visible area in the application area and should be 
defined as application and warning attention in use. 
4.2.9. The conditions explained above, should be checked certainly by the customers competent 
staff.  
4.2.10. Our company will not be liable in case of failure in obeying rules explained above and the 
problematic machines will be out of guarantee, it the rules don’t fulfill.  

4.3.  DAILY OPERATIONS TO RUN THE MACHINE  
4.3.1. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine; the daily 
running operation must be initiated by the trained personnel with sufficient knowledge. Competent 
staff must certainly read the users guide and obey the rules.  
4.3.2. The machine working area should be clean.  
4.3.3. The electrical connection of the machine must be made by a qualified personnel in 
accordance with its purpose. The electrical connection of the machine must be made in such a way 
that it reaches the control panel and the electrical panel (see Page 5 Item 2.6.2). The supply of the 
machine panel is attached. The working direction is given to the existing electric switch. 
4.3.4. In the activity area, the machine is placed in such a way that it can operate in accordance 
with the region to be drilled. All settings are checked again before running. 
4.3.5. The insert (gun) that will perform the drilling process is checked. According to the area to 
be drilled, the airway is given at the required pressure; the movement adjustment selection is 
made from the speed adjustment valve. 
4.3.6. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine Drilling 
drilling process starts the drilling operations horizontally or vertically by turning the cutting tip 
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connected to the machine thanks to the hydromotors; it completes the drilling by activating the 
travel motor during which the air is supplied to the cutting tip (gun). 
4.3.7. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine starts the 
working process in the selected current direction. Once the activity is finished, the machine is 
stopped and thenr the necessary maintenance control is done by the authorized person; it is 
started to operate again during the day with the operating system described above. 
 
4.3.8. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine’s  
elements on the control panel are listed below. 
 
 
 
 
 
 
 
 
 

 
4.3.9. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine’s  
elements in the hydraulic unit and engine assembly are listed below. 
 
 
 
 
 
 
 
 
 
 
 

 
 
4.3.10. If the items described above are not provided, our company cannot be held responsible. 
Such machines are out of warranty. 
 

4.4.MACHINE MAINTENANCE INFORMATION AND SETTINGS; 
4.4.1. GENERAL MAINTENANCE RULES; 
4.4.1.1. The users of the machine, cleaning and maintenance responsibles 
should be defined and maintenance times should be planned by each user 
company, the cleaning and maintenance of the entire machine after each use 
must be checked for conformity by the authorities in accordance with the plans. 
4.4.1.2. Before cleaning, maintenance and troubleshooting, all operating 
buttons must be brought to the stop position, the emergency stop button must 
be pressed, the main machine switch should be turned off and the machine 
should not be started  before the maintenance is completed. 
4.4.1.3. A visible size (MAINTENANCE) sign should be hung by by the responsible 
person performing cleaning, maintenance, troubleshooting, or repair in order 
toprevent any other intervention or operation of the machine. 

 

1- Main engine right-left switch. 

2- Back and forth walking pressure indicator 

3- Right-left pressure indicator 

4- Back and forth movement joystick 

5- Right-left turn joystick 

6- Speed control valve 

 

1- 3X32A. Input socket  

2- Electric engine 

3- Transport wheels 

4- Hydraulic oil tank 

5- Hydraulic oil tank cover 

6- Returning hydraulic oil filter 

7- Hydraulic oil distribution group 

8- Electric socket protect cover  
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4.4.1.4. Electricity of the machine should be disconnected from the main line before cleaning, 
maintenance and troubleshooting. Wait for 5-6 minutes before maintenance and troubleshooting 
allowing for stopping of the moving partsand for discharging the static electricity in the machine. 
The machine's electrical grounding connections must not be interrupted after disconnecting and 
must be checked. 
4.4.1.5. Personnel to perform cleaning, maintenance and troubleshooting must be authorized by 
the user company and must have received on-the-job training. 
4.4.1.6. The user company should create maintenance cards by 
adhering to machine related plans and machine information and 
maintenance dates on these cards and warranty periods, changed 
part information which is changed under the machine warranty or 
out of warrant, must be present. 
4.4.1.7. During cleaning, maintenance and troubleshooting, care 
should be taken not to damage the machine safety system. At the 
end of all activities, when maintenance is carried out, it should be 
checked whether the security system is working or not. 
4.4.1.8. During cleaning, maintenance and troubleshooting, 
encountering a situation that will cause serious problems with the 
machine or a malfunction in any part of it, In the event of a problem that will cause wear and tear, 
malfunctions during operation in the future, it is absolutely necessary to provide support by 
informing the authorized service technical staff according to the authorized service information 
given below. 

  
4.4.2. ELECTRICAL SYSTEM MAINTENANCE INFORMATION: 
4.4.2.1. Electrical control panel must be technically checked before every occupation. 
4.4.2.2. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine’s 
information on electrical and circuit diagrams is preented on pages 5, item 2.6. They were 
informed in detail. 
4.4.2.3. In the unit (control panel) that ensures the operation of the electrical 
system of the machine, if there is a part to be replaced when necessary during 
the maintenance, cleaning and troubleshooting stages, the electrical 
connection must be cut off and the activity must be carried out by checking it 
by competent personnel. A visible sign (MAINTENANCE IS AVAILABLE) should be 
hung on the control panel by the person responsible for electrical maintenance 
or repair of malfunctions in order to prevent any intervention or operation by 
others. 
4.4.2.4. In case of malfunctions related to the electrical system, especially  
part changes within the scope of the warranty period, it is absolutely 
necessary to inform the authorized service technical staff according to the 
authorized service information given below and to obtain support. 
4.4.2.5. All electrical components and units of the machine should be 
subjected to general maintenance, cleaning and control every six months, and 
the observations should be recorded with a maintenance card. 
 

4.4.3. MECHANICAL MAINTENANCE INFORMATION: 
4.4.3.1. After each work, all parts of the machine, its apparatus, hydraulic 
unit, airway units, cutter tip (gun), rod pipes, tension chains, etc. should be 
cleaned and made suitable for the next work. 
4.4.3.2. Before each work, all mechanical, hydraulic and pressurized sections must be visually 
checked by the responsible person and if there is any non-compliance, it must be corrected. 
4.4.3.3. All apparatus of the machine should be checked. 
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4.4.3.4. The machine operator must always check the functions of all the buttons on the control 
panel. 
4.4.3.5. In order for drilling activities to be carried out, the airways be must checked whether the 
air comes at sufficient pressure, the incoming air is dry and at the desired flow rate, before each 
operation. If there is any blockage, the problem must be solved, and sufficient flow must be 
ensured by checking with pressure. 
4.4.3.6. After the operator cmpletes his work on the machine after each work, the workpiece 
wastes on the machine, dust, dirt, any-foreign materials etc. must be cleaned and the machine 
should be ready for reuse. In the meantime, if there is any nonconformity observed in the 
machine, the maintenance and repair person should be informed. If the issue is a problem that 
cannot be remedied by the responsible person, technical support should be provided by contacting 
our authorized service. 
4.4.3.7. The user companies that own the machine must create an instruction and an annual 
maintenance plan for the machine, and must include maintenance, repair, cleaning, usage 
information and periods, and maintenance periods. 
4.4.3.8. During the maintenance of the machine, water, oil, spillage of liquid substances etc. to 
the electrical components and control panels must be prevented.  
4.4.4. MACHINE LUBRICATION INFORMATION: 
4.4.4.1. For HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine, It 
is absolutely necessary to lubricate with gress holders once a month, and the hydraulic oil levels 
must be controlled by the responsible person. 
4.4.4.2. The oils to be used; 
a) Tellus 37 hydraulic oil b) Grease  
4.4.4.3. During the lubrication maintenance activity, the relevant oils should not contaminate the 
electrical components. 
 

4.4.5. POSSIBLE FAULTS, CAUSES AND SOLUTIONS: 
4.4.5.1. If the rotation motor does not rotate, or does not work; 
a) The oil level is low. 
b) Connection apparatus is defective. 
c) The unit may be faulty. 
d) Rotation motor may be faulty or burnt out. 
4.4.5.2. If the advancing motor does not work; 
a) The oil level s low. 
b) Connection apparatus is defective. 
c) The unit may be faulty. 
d) Advancing motor may be faulty or burnt out. 
4.4.5.3. If the cutting tip (gun) does not work; 
a) The ground to be drilled may be soft. 
b) There is a problem in the cutter inner tools or  
    there may be a malfunction. 
c) Incoming air pressure may be insufficient. 
4.4.5.4. If the hydraulic unit does not operate, or does not 
work; 
a) The oil level is low. 
b) The hydraulic pump is faulty. 
c) The electric motor may have burned out. 
d) The circuit is broken in the electrical components, or there  
may be a malfunction. 
e) There may be a problem or malfunction in the hydraulic circuit 



 

                     

UUUSSSEEERRR   GGGUUUIIIDDDEEE   
Document Code No Release Date Revision Date Revision No 

CE-11 - 005 15.08.2010 03.11.2020 02 
This document is KAPTANLAR MACHINERY AND HYDRAULICS INDUSTRY TRADE LTD. COMPANY’s. All rights are reserved.  

No part of this publication my be used or changed without the permission of the publisher. Con not be stored in a system to be used again  
and con not be reproduced by electronically or mechanical photocopying. Bound copies are invalid. This kind of people  

and organizations in the legal process is initiated initiatives.   
 

12/15 

4.4.5.5. When faced with possible malfunction related to the reasons mentioned above, company 
maintenance and repair supervisor can correct the malfunctions duly or you can get technical 
support from our authorized service. If you experience any malfunction or negativity other than 
these, you can ask for support from our authorized service. 
4.4.5.6. In the event of malfunctions occurring in the machines covered by the guarantee, if the 
user company reaches the solution of the malfunctions by its own means without notifying our 
authorized service, or if any part is changed, the relevant machine is out of the guarantee and our 
company (manufacturer) cannot be held responsible. 
 

 
 

5. SAFETY AND REQUIRED WARNING INFORMATION: 
 

* To persons and organizations that will own this machine, renters, responsible users, working 
personnel, temporary users, user subcontractors, maintenance and repair supervisors; It is a 
general safety requirement to apply and comply with the mandatory conditions to be complied 
with as per the ISG Law, Related Necessary Legislations and all plans, instructions, lists, warning 
notices and working conditions defined in accordance with the Occupational Health and Safety Law 
in the company (in the area of use).  
 

5.1. GENERAL SAFETY RULES: 
5.1.1. Personnel who will use and maintain the machine has the age in accordance with the age 
limit determined by the laws, has acquired knowledge with the machine, is received the necessary 
training, knows his personal responsibilities. It is a legal requirement to have been trained in 
machinery and first aid in emergencies. It is absolutely essential that the responsible persons who 
will work with the machine have this competence. 
5.1.2. Operators or technical personnel, responsible persons, who will operate the machine and 
repair electrical technical maintenance or malfunctions ust have a competent staff, must receive 
detailed technical training about the machine, attandance must be absolutely necessary during the 
first start-up and test processes; should be able to read and understand the user manual and 
inform third parties when necessary. 
5.1.3. This Machine user manual should always be in a safe and easily accessible place next to the 
machine. This manual must be read by those who will directly or indirectly work on the machine.  
5.1.4.  During work of HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling 
Machine, no person other than those responsible should approach, and absolutely no living things 
should be allowed into the safe working area specified below. Persons in charge should not climb 
on top of the machine while working; no limbs or foreign parts, tools or materials should be 
inserted into the closed areas of the machine nor into the cutting and moving mechanisms. 
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        (SAFE WORK AREA) 
In the safe working area specified in the upper diagram, in the  areas (1m), no one other than the 
operators whose responsibility is assigned to the safe work area can enter the working time. In 
cases where it is necessary to enter this area, it is absolutely necessary to stop machine.  This area 
is entered after making sure that all moving parts and mechanisms are stopped. 
5.1.5. During all machine maintenance, cleaning and repair activities, it must be ensured that the 
electrical circuit is closed and cut. 
5.1.6. During the operation of the machine, accidents such as cutting, crushing, impact, scratching 
may occur in any living part, it is a legal requirement that all personnel and other persons comply 
with the warning rules and signs on the machine and below in order to avoid these accidents. 
5.1.7.  HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling Machine ensuring 
safe working activities, technical and safe competencies, avoiding any negativity or accidents 
during working in the purchasing establishments. Our machine, which was produced in accordance 
with the following regulations and standards with the aim of minimizing possible negativities, is 
delivered to you after all controls are carried out, and it has been conveyed to you as information 
in order to create a safe working environment.  
5.1.8. In case of a possible problem that may occur in the electrical system of the machine or during 
the operation of the machine, immediately turn off the machine with the Stop button.  
 

 2006/42 EC Machinery Safety Directive 
 2006/95/AT- 2006/95/EC Low Voltage Directive (LVD) 
 TSEK Product Certificate Criteria, CE Marking Regulation, İ.S.G. law, F.U.K. requirements 
 TS EN ISO 12100:2010 - 2011 Machinery Safety – General Principles for Design – Risk Values and Reduction 
 TS EN ISO 12100 –1 Safety in Machinery, Basic Concepts, Principles for Design, T. Terminology, Methodology 
 TS EN ISO 12100 –2 Safety in Machinery, Basic Concepts, General Principles for Design, B.2 Technical Principles 
 TS EN ISO 13850 Machinery Safety, Emergency Stop Equipment, Design Principles 
 TS EN 953+A:2011 ∞ TS EN ISO 14120 Safety in Machinery - Protectors - General specifications for construction 
 TS EN 6020 4–1 Safety in Machinery, Electrical Equipment of Machines Part: 1 General rules 
 TS EN ISO 4414 Safety and General Rules for Machinery - Fluid Power Systems, Components 
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5.2. WARNING AND CAUTION INFORMATION: 

                                                                  
  

**IInn  oorrddeerr  ttoo  pprroovviiddee  aa  ssaaffee  wwoorrkkiinngg  eennvviirroonnmmeenntt  ffoorr  tthhee  ssaaffeettyy  ooff  mmaacchhiinnee  bbuuyyeerrss,,  

aallll  uusseerrss  aanndd  tthhoossee  wwhhoo  aarree  iinnddiirreeccttllyy  iinn  tthhee  wwoorrkkiinngg  eennvviirroonnmmeenntt,,  aanndd  ttoo  pprreevveenntt  ppoossssiibbllee  aacccciiddeennttss  aanndd  rriisskkss,,  

tthhee  nneecceessssaarryy  ssaaffeettyy  wwaarrnniinnggss  aarree  lliisstteedd  bbeellooww  iinn  tthhiiss  uusseerr  mmaannuuaall  aanndd  nneecceessssaarryy  ssaaffeettyy,,  wwaarrnniinngg,,  

  pprroohhiibbiittiioonn  ssiiggnnss  aarree  iinnddiiccaatteedd.. 
 

5.2.1. Before using the machine, read and understand the user manual. Comply with all 
Occupational Health and Safety Instruction Plan and work order lists of the area of use. Be sure to 
comply with all the items in this user manual. Read and inform all concerned about the working 
environment. Keep this user manual in an accessible place next to the machine. Be sure to adhere 
to this User Guide. Be sure to warn those who do not follow the 
guidelines.  
5.2.2. In case of moving the machine to the working area or changing its 
location for any reason, in order not to be exposed to such risks of 
accident, possible crushing injury, etc., these activities should be carried 
out by authorized persons with business knowledge. During this work, it is 
strictly forbidden for anyone to approach the boundaries of the Safe 
Working Area (see 5.1.4.) except those in charge. 
5.2.3. For safe operation by users during machine operation, breakdown 
and maintenance activities, make sure to use protective materials 
according to the working activity.  
5.2.4. Do not operate the machine without making general checks without 
 making sure that the machine parts and all equipment are mounted.  

5.2.5. No personnel, other than the responsible person who has received 
training, can use the machine, do the maintenance, perform repair and 
fault activities. Our technical staff will provide orientation and information 
training to users of the each purchased machine. 
5.2.6. Use clothing suitable for working while the machine is working; 
loose dresses are risky for your working safety. Do not wear. 

5.2.7. Do not touch the moving parts while the machine is working, it should 
not interfere with the wires during cutting. Do not put your hands and arms in 
the movement zone of the machine. In the meantime, occupational accident 
hazard rate is high for crushing, cutting, etc.  
5.2.8. Do not touch electrical components during machine operation, and do 
not open the cover of the electrical panel. Electricity and high voltage can 
cause serious injury or death. Therefore, Cut off the power at the switch 
before maintenance and troubleshooting, etc. Make sure that the electrical 
input of the machine is cut off. 
5.2.9. In the event of a possible danger during machine operation, stop the 
machine immediately. Do not operate the machine until the danger has been removed. 
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5.2.10. Do not engage in such activities of leaning, maintenance, adjustment, etc. while the 
machine is running. It is absolutely dangerous for your safety. 
5.2.11. Never operate the machine without being responsible without taking all safety precautions. 
Do not forget that inattention and ignorance bring accidents!  

 
5.3. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling of the 
Machine, The Precautionary, Warning and Prohibition Signs that should be in the work 
area are listed below. 
 
 
 

   
 

        
 

5.4. HOSM 150 Electrically Automatic Aired Vertical-Horizontal Marble Drilling of the 
Machine, The Precautionary, Warning and Prohibition Signs that must be on the machine are 
listed below. 

                
 The products in this User's Guide are produced and factory production controlled in our certified 
institution in compliance with the regulations and standards specified, are by subject to ISO 
9001:2015 Quality Management System,TSE HYB,TSEK, meeting the requirements of the 2006/42 EC 
Machinery Safety Regulation and the 2006/95 EC Low Voltage Regulation referred to CE on the 
Product Safety. 

 


